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Land Disturbance Permit
Application Checklist
Major Permit
Section 3.5 of Stormwater Regulations
 Major Land Disturbance Permit Application with signatures of all owners
 Design plans for the proposed project including:
 Title, date, north arrow, names of abutters, scale, legend, and locus map of sufficient scale
to determine location and identify the parcel in relation to the surrounding properties;
 Location(s) of watercourses and water bodies, wetland resource areas, buffer zones,
riparian zones and all floodplain information, including the 100-year flood elevation based
upon the most recent Flood Insurance Rate Map, or as calculated by a Professional
Engineer for areas not assessed on these maps (if applicable);
 Location(s) of critical area boundaries at the site, including habitats mapped by the
Massachusetts Natural Heritage & Endangered Species Program as Endangered,
Threatened, or of Special Concern, Vernal Pools, and Priority Habitats of Rare Species
within five hundred (500) feet of any construction activity;
 Lines of existing abutting streets showing drainage and driveway locations and curb cuts.
 Property lines showing distances and monument locations, all existing and proposed
easements, rights-of-way, and other encumbrances, and the size of the entire parcel.
Parcels will be labeled with the names and addresses of all abutters and include those
across any street or way.
 Location(s) of existing and proposed buildings or other structures, impervious surfaces,
and drainage facilities, if applicable;
 Location(s) of existing and proposed utilities;
 Existing and proposed topography with contours at a minimum of 2-foot intervals with
spot elevations provided when needed;
 Location(s) of all soil test pits and/or borings;
 Measures for the detention, retention, or infiltration of water;
 Measures for the protection of water quality;
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 Structural details for all components of the proposed drainage system and stormwater
management facilities; and
 Notes on drawings specifying materials to be used, construction specifications, and
typicals.
Stormwater Management Plan
Erosion and Sediment Control Plan
Long-Term Operation and Maintenance Plan
Applicable filing and inspection fees.

Stormwater Management Plan
Section 3.6 of Stormwater Regulations
 A narrative that illustrates the following:
 A description and delineation of existing stormwater conveyances, impoundments, and
wetlands on or adjacent to the site or into which stormwater flows;
 A description of all components of the proposed drainage system;
 Demonstration of compliance with the design and construction standards included in
Attachment B of the Stormwater Regulations;
 Identification of all receiving waters and associated pollutants of concern as documented
in the most recent Massachusetts Integrated List of Waters; and
 A description of proposed winter maintenance practices, including procedures to
minimize salt usage and the use of salt alternatives, where appropriate;
 Calculations, including the following:
 Design storm parameters and precipitation data source;
 Soil and land use characterization, including NRCS hydrologic soil group boundaries;
 A drainage area map showing pre- and post-construction watershed boundaries,
including points of analysis;
 Pre- and post-development hydrologic calculations including time of concentration
calculations and breakdown summary of runoff coefficients/curve numbers;
 Pre- and post-development hydraulic calculations including pipe, culvert, and swale
analysis calculations, as applicable;
 Infiltration calculations, as applicable;
 Structural BMP calculations (e.g., detention ponds, outlet control structures), as required
by the Massachusetts Department of Environmental Protection (MassDEP) Stormwater
Management Handbook (MA Handbook) and these Regulations;
 TSS removal rates and calculations;
 Phosphorus removal rates and calculations for each BMP, including the BMP type, total
area treated by the BMP, the design storage volume of the BMP and the estimated
phosphorus removed in mass per year by the BMP. Phosphorus calculations will be
completed in accordance with Attachment 1 to Appendix F of the 2016 Massachusetts
Small MS4 General Permit (see https://www3.epa.gov/region1/npdes/stormwater/
ma/2016fpd/appendix-f-2016-ma-sms4-gp.pdf ) For BMPs not listed, submit phosphorus
reduction calculations per best engineering practices; and
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 An estimate, made by a Competent Soils Professional as defined in the Massachusetts
Stormwater Handbook, of the seasonal high groundwater elevation, depth to refusal, and
soil classification in each area to be used for stormwater retention, detention, or
infiltration. All soil testing shall be witnessed by the AEA. Additional testing, including
percolation tests at infiltration sites, may be required by the AEA at their discretion;
Erosion and Sediment Control Plan
Section 3.7 of Stormwater Regulations
 Names, addresses, email addresses and telephone numbers of the owner, applicant, and person(s)
or firm(s) preparing the plan.
 Contact information for the Best Management Practices Manager; that is, the individual who will
serve as the O&M point of contact. Include phone number, email address, and 24-hour contact
information.
 Design plans of the proposed project including:
 Depiction or description of areas of soil disturbance;
 Depiction or description of areas of cut and fill;
 Location and details of erosion and sediment control measures;
 Location of stockpile areas;
 Delineation and number of square feet of the land area to be disturbed;
 Path and mechanism to divert uncontaminated water around disturbed areas, to the
maximum extent practicable; and
 Location of temporary and permanent seeding, vegetative controls, and other temporary
and final stabilization measures.
 A narrative that illustrates the following:
 Description of characteristics of existing soils and the volume and nature of imported or
exported soil materials (e.g., NRCS mapping, test pit results).
 Timing, schedules, and sequence of the project, including clearing, striping, rough grading,
construction final grading, vegetation stabilization, and operation and maintenance for
structural and non-structural best management measures;
 A description of provisions for phasing the project where one acre of area or greater is to
be altered or disturbed;
 The inspection and maintenance schedules for each BMP, as well as any other existing or
proposed drainage infrastructure, including checklists and blank inspection forms, as
available. Indicate where inspection logbook will be kept on site;
 Description of construction and waste materials expected to be stored on-site; and
 Description of controls to reduce pollutants from these materials, including storage
practices to minimize exposure of the materials to stormwater, and spill prevention and
response.
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Long-Term Operation and Maintenance Plan
Section 3.8 of Stormwater Regulations
 The name(s) of the owner(s) for all components of the system.
 Maintenance Agreement that specifies:
 The names and addresses of the person(s) responsible for operation and maintenance,
including 24-hour emergency contact information;
 The person(s) responsible for financing maintenance and emergency repairs;
 A maintenance schedule for all drainage structures, including structural BMPs;
 A list of easements to the Town with the purpose and location of each; and
 The signature(s) of the owner(s).
 A plan drawn to scale showing locations of all stormwater facilities including but not limited to catch
basins, manholes, drainage piping, outfalls, and stormwater BMPs.
 Blank O&M inspection and maintenance logs (preventative and corrective) to be used for each BMP.
Forms will include, at a minimum, provisions for routine, annual, and after major storm events, as
well as record the date maintenance was performed, type of maintenance performed, staff member
or contractor who performed the maintenance, and any issues for follow-up.
 Manufacturer’s data, operating manuals, and maintenance requirements for mechanical
equipment and proprietary devices used as BMPs.
 Standard operating procedures for winter maintenance practices, including provisions to minimize
salt usage and the use of salt alternatives, where appropriate.
 Storage location of the O&M Plan, which must permanently remain on site at all times both during
and after construction.
 If a person other than the owner (for example, a public agency or homeowners’ association) is
identified as having the responsibility for maintenance, include documentation illustrating such
person’s obligation or agreement to assume this responsibility.
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